
Ropes 

       6 x 36 (14/7 – 7/7/1) / IWRC               6 x 36 (14/7 – 7/7/1) / FC 
 

 
Rope Ø 

 
IWRC 

 
FC 

 
Weight 

 
Break Load 

 
Weight 

 
Break Load 

 
[mm] 

 
[kg/100m] 

 
[t] 

 
[kg/100m] 

 
[t] 

8 
10 
12 
 

13 
14 
16 
 

18 
20 
22 
 

24 
26 
28 
 

32 
36 
38 
 

40 
41 
44 
 

48 
51 
57 
 

60 
67 
68 
 

70 
72 
73 
 

76 

26.8 
41.8 
60.7 

 
71.4 
82.6 

107.1 
 

136.3 
170.1 
201.7 

 
239.8 
280.1 
325.9 

 
409.0 
525.0 
590.0 

 
648.0 
694.0 
787.0 

 
927.0 
1050.0 
1330.0 

 
1480.0 
1820.0 
1900.0 

 
2000.0 
2130.0 
2190.0 

 
2380.0 

4.11 
6.42 
9.25 

 
10.81 
12.54 
16.41 

 
20.80 
25.80 
30.10 

 
37.00 
43.53 
50.46 

 
72.88 
92.15 

102.96 
 

114.17 
126.40 
137.60 

 
164.12 
185.52 
230.38 

 
265.04 
319.06 
316.00 

 
331.29 
356.78 
366.97 

 
423.04 

23.7 
37.1 
55.7 

 
65.7 
75.8 
98.3 

 
125.0 
156.0 
185.0 

 
220.0 
257.0 
299.0 

 
- 
- 
- 
 
- 
- 
- 
 
- 
- 
- 
 
- 
- 
- 
 
- 
- 
- 
 
- 

3.81 
5.96 
8.56 

 
10.02 
11.62 
15.19 

 
19.27 
23.85 
28.75 

 
34.25 
40.27 
46.69 

 
- 
- 
- 
 
- 
- 
- 
 
- 
- 
- 
 
- 
- 
- 
 
- 
- 
- 
 
- 

Grade: 1770 N/mm² 
Finish: Galvanised or ungalvanised 
 Lubricated of dry 

 

 

Ropes 

 

  

 



       6 x 19 (9/9/1) / IWRC                                    6 x 19 (9/9/1) / FC 

 
 

Rope Ø 
 

IWRC 
 

FC 

 
Weight 

 
Break Load 

 
Weight 

 
Break Load 

 
[mm] 

 
[kg/100m] 

 
[t] 

 
[kg/100m] 

 
[t] 

3 
4 
5 
 

6 
8 
10 
 

12 
13 
14 
 

16 
18 
20 
 

22 
24 
26 
 

28 
30 

3.43 
6.10 
9.53 

 
15.0 
27.5 
43.0 

 
61.9 
72.7 
84.3 

 
110.0 
139.0 
172.0 

 
208.0 
248.0 
291.0 

 
337.0 
387.0 

0.54 
0.96 
1.50 

 
2.42 
4.31 
6.75 

 
9.69 

11.40 
13.20 

 
17.30 
21.90 
27.00 

 
32.60 
38.80 
45.50 

 
52.90 
60.70 

3.03 
5.39 
8.43 

 
13.9 
24.7 
38.6 

 
55.6 
65.2 
75.6 

 
98.8 

125.0 
154.0 

 
187.0 
222.0 
261.0 

 
302.0 
347.0 

0.51 
0.89 
1.39 

 
2.13 
3.79 
5.92 

 
8.52 
9.98 

11.60 
 

15.20 
19.20 
23.70 

 
28.60 
34.00 
39.90 

 
46.40 
53.30 

Grade: 1770 N/mm² 
Finish: Galvanised or ungalvanised 
 Lubricated or dry 

 
 
 
 
 

Ropes 

 
Rope Ø 

 
Weight 

 
Break Load 

 

  

 

           1 x 19 Stainless Steel    



 
[mm] 

 
[kg/100m] 

 
[t] 

2.5 
3.0 
4.0 

 
5.0 
6.0 

3.2 
4.6 
8.1 

 
12.8 
18.5 

0.486 
0.852 
1.238 

 
2.266 
2.933 

Grade: 1770 N/mm² 
Finish: AISI 316                        
 
 
7 x 7 Stainless Steel 

 
Rope Ø 

 
Weight 

 
Break Load 

 
[mm] 

 
[kg/100m] 

 
[t] 

1.5 
2.0 
2.5 

 
3.0 
5.0 
6.0 

 
10.0 

0.9 
1.6 
2.6 

 
3.7 

10.5 
15.1 

 
39.0 

0.168 
0.296 
0.439 

 
0.650 
1.776 
2.466 

 
6.881 

Grade: 1770 N/mm² 
Finish: AISI 316 
 
 
7 x 19 Stainless Steel 

 
Rope Ø 

 
Weight 

 
Break Load 

 
[mm] 

 
[kg/100m] 

 
[t] 

2.0 
2.5 
3.0 

 
4.0 
5.0 
6.0 

 
8.0 

10.0 

1.9 
2.6 
3.7 

 
6.7 

10.5 
15.2 

 
26.9 
39.0 

0.286 
0.428 
0.634 

 
1.109 
1.707 
2.402 

 
4.182 
6.286 

Grade: 1770 N/mm² 
Finish: AISI 316 
 
                 

 

 

 

Ropes 

 



PVC Covered SWR       
 
Rope Ø 

 
Weight 

 
Break Load 

 
Colour 

 
Construction 

  
[mm] 

 
[kg/100m] 

 
[t] 

1.5 – 3 
3 – 5 
4 – 6 

 
6 - 8  

1.1 
6.6 

11.4 
 

17.0 

0.13 
0.54 
0.96 

 
2.00 

Yellow 
Red / Clear 
Blue / Clear 

 
Green 

6 x 7 /FC 
6 x 7 /FC 

6 x 19 /FC 
 

6 x 19 /FC 

Grade: 1770 N/mm² 
Finish: Galvanised, PVC Covered 

 

 


