
 
Chain 

 

 

 
Short Link Grade 30 
Made to DIN766 specifications 
 

 
Chain Size 

 
Work Load 

Limit 

 
Links 

/m 

 
Link Dimensions 

 
Break  
Load 

 
Weight 

 
Ø 

 
L 

 
W 

 
[mm] 

 
[t] 

 
[mm] 

 
[mm] 

 
[mm] 

 
[t] 

 
[kg/m] 

4 
5 
6 
 

7 
8 

10 
 

13 
16 
20 

 
22 
26 
28 

 
30 
32 

0.15 
0.25 
0.35 

 
0.45 
0.63 
1.00 

 
1.60 
2.50 
4.00 

 
4.80 
6.30 
7.50 

 
8.50 
9.50 

41.7 
35.7 
32.8 

 
27.8 
25.0 
20.8 

 
16.1 
13.0 
10.4 

 
9.4 
8.0 
7.5 

 
6.9 
6.5 

4.0 
5.0 
6.0 

 
7.0 
8.0 

10.0 
 

13.0 
16.0 
20.0 

 
22.0 
26.0 
28.0 

 
30.0 
32.0 

16.0 
18.0 
18.5 

 
22.0 
24.0 
28.0 

 
36.0 
45.0 
56.0 

 
62.0 
73.0 
78.0 

 
84.0 
90.0 

24.0 
28.0 
30.5 

 
36.0 
40.0 
48.0 

 
62.0 
77.0 
96.0 

 
106.0 
125.0 
134.0 

 
144.0 
154.0 

0.6 
1.0 
1.4 

 
1.8 
2.5 
4.0 

 
6.4 

10.0 
16.0 

 
19.2 
25.0 
30.0 

 
34.0 
38.0 

0.32 
0.50 
0.80 

 
1.10 
1.40 
2.20 

 
3.80 
5.70 
9.00 

 
11.00 
15.00 
18.00 

 
19.50 
23.00 

Factor of Safety:  4:1 
Material: High quality carbon-steel, ideal for lashing and general purpose use 
Finish:  Natural (black), electro galvanised or hot-dip galvanised 

 

 

 

 
 
 
 
Short Link Grade 43 



Made to DIN766 specifications 

 
 

Chain Size 
 

Work Load 
Limit 

 
Links 

/m 

 
Link Dimensions 

 
Break  
Load 

 

 
Weight 

 
Ø 

 
L 

 
W 

 
[mm] 

 
[t] 

 
[mm] 

 
[mm] 

 
[mm] 

 
[t] 

 
[kg/m] 

4 
5 
6 
 

7 
8 

10 
 

13 
16 
20 

 
22 
26 
28 

 
30 
32 

0.27 
0.42 
0.58 

 
0.80 
1.08 
1.68 

 
2.85 
4.32 
6.80 

 
8.17 

11.40 
13.25 

 
15.20 
17.25 

41.7 
35.7 
32.8 

 
27.8 
25.0 
20.8 

 
16.1 
13.0 
10.4 

 
9.4 
8.0 
7.5 

 
6.9 
6.5 

4.0 
5.0 
6.0 

 
7.0 
8.0 

10.0 
 

13.0 
16.0 
20.0 

 
22.0 
26.0 
28.0 

 
30.0 
32.0 

16.0 
18.0 
18.5 

 
22.0 
24.0 
28.0 

 
36.0 
45.0 
56.0 

 
62.0 
73.0 
78.0 

 
84.0 
90.0 

24.0 
28.0 
30.5 

 
36.0 
40.0 
48.0 

 
62.0 
77.0 
96.0 

 
106.0 
125.0 
134.0 

 
144.0 
154.0 

1.10 
1.68 
2.32 

 
3.20 
4.32 
6.72 

 
11.40 
17.28 
27.20 

 
32.68 
45.60 
53.00 

 
60.80 
69.00 

0.32 
0.50 
0.80 

 
1.10 
1.40 
2.20 

 
3.80 
5.70 
9.00 

 
11.00 
15.00 
18.00 

 
19.50 
23.00 

Factor of Safety 4:1 
Material: Hardened and tempered higher tensile steel, ideal for lashing and general  
  purpose use 
Finish:  Natural (black), electro galvanised or hot-dip galvanised 

 
Short Link Grade 80 
Made to DIN766 (EN818-2) specifications 
 

 
Chain Size 

 
Work Load 

Limit 

 
Links 

/m 

 
Link Dimensions 

 
Break  
Load 

 
Weight 

 
Ø 

 
L 

 
W 

 
[mm] 

 
[t] 

 
[mm] 

 
[mm] 

 
[mm] 

 
[t] 

 
[kg/m] 

6 
7 

10 
 

13 
16 
20 

 
22 
26 
32 

1.15 
1.57 
3.20 

 
5.40 
8.20 

12.80 
 

15.50 
21.70 
32.80 

55.6 
47.0 
33.3 

 
25.6 
20.8 
16.7 

 
15.2 
12.8 
10.4 

6.0 
7.0 

10.0 
 

13.0 
16.0 
20.0 

 
22.0 
26.0 
32.0 

18.0 
21.0 
30.0 

 
39.0 
48.0 
60.0 

 
66.0 
78.0 
96.0 

22.2 
25.9 
37.0 

 
48.1 
59.2 
74.0 

 
81.4 
96.2 

118.4 

4.60 
6.28 

12.80 
 

21.60 
32.80 
51.20 

 
62.00 
86.80 

131.20 

0.80 
1.08 
2.22 

 
3.73 
5.58 
8.92 

 
10.80 
15.10 
22.80 

Factor of Safety 4:1 
Material: Heat-treated alloy steel, ideal for lifting slings and applications requiring high 
  grade chain 
Short Link Grade 50 and 60 available on request 
 
 
 
 
 
Long Link Grade 30 
Made to DIN5685 (Short) specifications 



 
 

Chain Size 
 
Work Load 

Limit 

 
Links 

/m 
 
 

 
Link Dimensions 

 
Break Load 

 
Weight 

 
/m 

 
L 

 
W 

 
[mm] 

 
[t] 

 
[mm] 

 
[mm] 

 
[mm] 

 
[t] 

 
[kg/m] 

4 
5 

5.5 
 

6 
7 
8 
 

10 
13 
14 

 
16 
20 
26 

0.10 
0.16 
0.19 

 
0.23 
0.31 
0.40 

 
0.63 
1.06 
1.90 

 
2.50 
3.80 
6.00 

37.0 
32.3 
29.4 

 
27.80 
23.8 
20.8 

 
16.7 
12.8 
11.9 

 
10.4 
8.3 
6.6 

4.0 
5.0 
5.5 

 
6.0 
7.0 
8.0 

 
10.0 
13.0 
14.0 

 
16.0 
20.0 
26.0 

19 
21 
23 
 

24 
28 
32 
 

40 
52 
56 
 

64 
80 

100 

27 
31 
34 
 

36 
42 
48 
 

60 
78 
84 
 

96 
120 
152 

0.50 
0.80 
0.95 

 
1.15 
1.55 
2.00 

 
3.15 
5.30 
9.50 

 
12.50 
19.50 
30.00 

0.30 
0.50 
0.60 

 
0.73 
1.00 
1.30 

 
2.05 
3.45 
3.89 

 
5.08 
7.93 

12.39 

Factor of Safety 5:1 
Material: Mild steel, ideal, for securing and general purpose use 
Finish:  Natural (black), electro galvanised or hot-dip galvanised 
Sizes available up to 50.00 mm 
 
 
 
Extra Long Link Grade 43 
Made to DIN5685 (Long) specifications 
 

 
Chain Size 

 
Work Load 

Limit 

 
Links 

/m 

 
Link Dimensions 

 
Break Load 

 
Weight 

 
 

 
Ø 

 
L 

 
W 

 
[mm] 

 
[t] 

 
[mm] 

 
[mm] 

 
[mm] 

 
[t] 

 
[kg/m] 

6 
7 
8 
 

10 
13 
16 

0.600 
0.825 
1.080 

 
1.180 
2.850 
4.320 

18.5 
15.9 
14.7 

 
11.7 
9.3 
7.6 

6 
7 
8 
 

10 
13 
16 

42.2 
48.9 
52.2 

 
65.6 
82.0 

100.0 

54.2 
62.9 
68.2 

 
85.6 

108.0 
132.0 

2.40 
3.32 
4.40 

 
6.80 

11.40 
17.30 

0.63 
0.86 
1.10 

 
1.75 
2.95 

- 

Factor of Safety 4:1 
Material: Higher tensile steel, ideal for pipe suspension, securing and general applications 
Finish:  Natural (black), electro galvanised or hot-dip galvanised 
 

 


