
Ferrules 
 
 

Aluminium Ferrules 
Made to EN13411-3 (formerly DIN3093) specifications 
 

 
Code 

 
A 

 
B 

 
W 

 
L 

 
Weight 

 
 

        

 
 
 
 

 
[mm] 

 
[mm] 

 
[mm] 

 
[mm] 

 
[kg/1000pcs] 

1.0 
1.5 
2.0 

 
2.5 
3.0 
3.5 

 
4.0 
4.5 
5.0 

 
6.0 
6.5 
7.0 

 
8.0 
9.0 

10.0 
 

11.0 
12.0 
13.0 

 
14.0 
16.0 
18.0 

 
20.0 
22.0 
24.0 

 
26.0 
28.0 
30.0 

 
32.0 
34.0 
36.0 

1.2 
1.7 
2.2 

 
2.7 
3.3 
3.8 

 
4.4 
4.9 
5.5 

 
6.6 
7.2 
7.8 

 
8.8 
9.9 

10.0 
 

12.1 
13.2 
14.2 

 
15.3 
17.5 
19.6 

 
21.7 
24.3 
26.4 

 
28.5 
31.0 
33.1 

 
35.2 
37.8 
39.8 

2.4 
3.4 
4.4 

 
5.4 
6.6 
7.6 

 
8.8 
9.8 

11.0 
 

13.2 
14.4 
15.6 

 
17.6 
19.8 
21.8 

 
24.2 
26.4 
28.4 

 
30.6 
35.0 
39.2 

 
43.4 
48.6 
52.8 

 
57.0 
62.0 
66.2 

 
70.4 
75.6 
79.6 

0.65 
0.75 
0.85 

 
1.05 
1.25 
1.50 

 
1.70 
1.90 
2.10 

 
2.50 
2.70 
2.90 

 
3.30 
3.70 
4.10 

 
4.50 
4.90 
5.40 

 
5.80 
6.70 
7.60 

 
8.40 
9.20 

10.00 
 

10.90 
11.70 
12.50 

 
13.40 
14.20 
15.00 

5 
6 
7 
 

9 
11 
13 
 

14 
16 
18 
 

21 
23 
25 
 

28 
32 
35 
 

39 
42 
46 
 

49 
56 
63 
 

70 
77 
84 
 

91 
98 

105 
 

112 
119 
126 

0.094 
0.211 
0.375 

 
0.499 
0.843 
1.320 

 
1.81 
2.61 
3.57 

 
5.86 
7.55 
9.53 

 
13.7 
19.8 
26.4 

 
35.8 
45.8 
59.7 

 
73.5 
111 
156 

 
217 
292 
376 

 
481 
603 
739 

 
897 

1077 
1275 

     
 

     

 
 
 
 
 
 
 
 
 
 
 

Ferrules cont. 



 
 

Aluminium Ferrules 
Made to EN13411-3 (formerly DIN3093) specifications 
 

 
Code 

 
A 

 
B 

 
W 

 
L 

 
Weight 

 
 

   

 
 
 
 

 
[mm] 

 
[mm] 

 
[mm] 

 
[mm] 

 
[kg/1000pcs] 

38.0 
40.0 
42.0 

 
44.0 
46.0 
48.0 

 
50.0 
52.0 
54.0 

 
56.0 
58.0 
60.0 

 
64.0 
78.0 

41.9 
44.0 
46.2 

 
48.4 
50.6 
52.8 

 
55.0 
57.2 
59.4 

 
61.6 
63.8 
66.0 

 
69.0 
83.0 

83.8 
88.0 
92.4 

 
96.8 

101.2 
105.6 

 
110.0 
114.4 
118.8 

 
123.2 
127.6 
132.0 

 
137.0 
166.0 

15.80 
16.60 
17.50 

 
18.30 
19.20 
20.00 

 
20.80 
21.60 
22.50 

 
23.30 
24.20 
25.00 

 
26.00 
32.00 

133 
140 
147 

 
154 
161 
168 

 
175 
182 
189 

 
196 
203 
210 

 
225 
272 

1503 
1734 
2024 

 
2314 
2662 
3010 

 
3412 
3813 
4293 

 
4772 
5326 
5880 

 
6500 

11500 

 

 
 

 
 
 
 
 
 
 
 
 
 
 

Ferrules cont. 
 



Ferrules 
 

Superloop Ferrules 
Made to EN13411-3 specifications 
 

 
Rope 

Ø 

 
A 

 
B 

 
D 

 
E 

 
C 

 
Max. Size 

after Swage 

 
Weight 

 

 
[in.] 

 
[in.] 

 
[in.] 

 
[in.] 

 
[in.] 

 
[in.] 

 
[in.] 

 
[kg/100pcs] 

1/4 
5/16 
3/8 

 
7/16 
1/2 

9/16 
 

5/8 
3/4 
7/8 

 
1 

11/8 
11/4 

 
13/8 
11/2 
13/4 

 
2 

21/4 
21/2 

 
23/4 

3 
31/4 

 
31/2 
33/4 

4 
 

41/2 
5 
6 

1.00 
1.50 
1.50 

 
2.00 
2.00 
2.75 

 
2.75 
3.19 
3.56 

 
4.00 
4.80 
5.19 

 
5.81 
6.25 
7.25 

 
8.50 
9.56 

10.50 
 

11.50 
12.00 
13.00 

 
14.00 
15.00 
16.00 

 
18.00 
20.00 
24.00 

0.66 
0.91 
0.91 

 
1.22 
1.22 
1.47 

 
1.47 
1.72 
2.03 

 
2.28 
2.5 

2.78 
 

3.00 
3.25 
3.84 

 
4.38 
5.03 
5.50 

 
5.75 
6.00 
6.50 

 
7.00 
7.50 
8.13 

 
9.13 

10.52 
12.54 

0.31 
0.38 
0.47 

 
0.53 
0.63 
0.70 

 
0.75 
0.91 
1.03 

 
1.16 
1.28 
1.44 

 
1.56 
1.69 
1.94 

 
2.25 
2.50 
2.75 

 
3.00 
3.25 
3.86 

 
3.88 
4.06 
4.38 

 
4.88 
5.50 
6.50 

0.28 
0.44 
0.39 

 
0.65 
0.56 
0.63 

 
0.63 
0.84 
1.00 

 
1.13 
1.25 
1.41 

 
1.56 
1.69 
1.97 

 
2.25 
2.53 
2.81 

 
3.09 
3.38 
3.54 

 
3.94 
4.25 
4.50 

 
5.06 
5.63 
6.75 

0.47 
0.62 
0.66 

 
0.85 
0.91 
1.03 

 
1.09 
1.28 
1.53 

 
1.72 
1.94 
2.16 

 
2.38 
2.63 
3.13 

 
3.63 
4.03 
4.50 

 
4.75 
5.00 
5.43 

 
5.84 
6.31 
6.81 

 
7.66 
8.73 

10.20 

0.57 
0.75 
0.75 

 
1.01 
1.01 
1.24 

 
1.24 
1.46 
1.68 

 
1.93 
2.13 
2.32 

 
2.52 
2.71 
3.10 

 
3.56 
4.12 
4.50 

 
4.70 
4.96 
5.37 

 
5.77 
6.23 
6.69 

 
7.45 
8.28 
9.93 

2.27 
6.36 
6.36 

 
15 
13 
29 
 

26 
40 
60 
 

89 
118 
161 

 
192 
227 
366 

 
514 
879 

1068 
 

1271 
1335 
1650 

 
2106 
2497 
3087 

 
4540 
6600 

12300 

 

 

Finish: Galvanised or self-coloured 
 
Recommended to be used with 6 x 19, 6 x 25, 6 x 29, 6 x 36 IPS or XIP (EIP), FC / IWRC steel wire 
Rope. If using with any other type of construction or grade of steel wire rope, tis is recommended to 
perform a Brake Load test of the swaged termination to prove the adequacy of the assembly to be 
manufactured. 
 
 
 
 
 

 


