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Webbing Slings
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Basket 45 Basket 60

Endless Round Slings
Manufactured to En1492-2 and SANS94-2 specifications (SWL = WLL x M)

M=1 | M=08|M=2 M=14 M=1 M=14 | M=2

Vertical | Choke | Basket | Basket 90° | Basket 120° | 2Leg | 4Leg
FOS 5:1 | FOS 5:1

[t] [t] [t] (t] [t] (t] (t]

1.0 0.8 2.0 14 1.0 1.4 2.0
15 1.2 3.0 2.1 15 2.1 3.0
2.0 1.6 4.0 2.8 2.0 2.8 4.0
3.0 2.4 6.0 4.2 3.0 4.2 6.0
4.0 3.2 8.0 5.6 4.0 5.6 8.0
5.0 4.0 10.0 7.0 5.0 7.0 10.0
6.0 4.8 12.0 8.4 6.0 8.4 12.0
8.0 6.4 16.0 11.2 8.0 11.2 16.0
12.0 9.6 24.0 16.8 12.0 16.8 24.0

Factor of Safety 7:1; multi-leg slings Factor of Safety 5:1
M = Mode Factor for symmetrical loading



Simplex Flat Webbing Slings
Manufactured to EN1492-2 and SANS94-1 specifications (SWL = WLL x M)

Width M=1 M=08| M=2 |M=14| M=1 |[M=14 M=2
Vertical | Choke | Basket | Basket | Basket 2Leg 4 Leg
90° 120° | FOS5:1 | FOS 5:1

[mm] [t] [t] [t] [t] [t] [t] [t]
50 1.0 0.8 2.0 1.4 1.0 1.4 2.0
75 1.5 1.2 3.0 2.1 1.5 2.1 3.0
100 2.0 1.6 4.0 2.8 2.0 2.8 4.0
150 3.0 2.4 6.0 4.2 3.0 4.2 6.0
200 4.0 3.2 8.0 5.6 4.0 5.6 8.0

250 5.0 4.0 10.0 7.0 5.0 7.0 10.0

300 6.0 4.8 12.0 8.4 6.0 8.4 12.0

Factor of Safety 7:1; multi-leg slings Factor of Safety 5:1

Duplex Flat and Endless Webbing Slings
Manufactured to EN1492-1 and SANS94-1 specifications (SWL = WLL x M)

Width M=1 M=08| M=2 M=14 M=1
Vertical | Choke | Basket | Basket 90° | Basket 120°

[mm] [t] [t] [t [t [t]

50 2.0 1.6 4.0 2.8 2.0

75 3.0 2.4 6.0 4.2 3.0

100 4.0 3.2 8.0 5.6 4.0

150 6.0 4.8 12.0 8.4 6.0

200 8.0 6.4 16.0 11.2 8.0

250 10.0 8.0 20.0 14.0 10.0

300 12.0 9.6 24.0 16.8 12.0

Factor of Safety 7:1; multi-leg slings Factor of Safety 5:1

Slings are colour coded according to their WLL as follows:

Colour

Violet

Green | Yellow | Grey

Red

Brown

Blue | Orange

Work Load Limit

1t

2t

3t 4t

5t

6t

8t

10-15t




