Rigging screws
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Oval Eye and Oval Eye

Rigging Screws with Lock-Nuts
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Oval Eye and Jaw

Jaw and Jaw

Thread | Work | Body | Approx. Oval Oval Jaw Jaw Eye Jaw | Length | Length | Weight
(/] Load | Length | Take- Eye Eye Inside | Inside | Material Pin In Out
Limit B up Inside | Inside | Length | Width (] a o o
Length | Width M K G L
H K
[mm] [t] [t] [mm] [(mm] | [mm] | [mm] | [mm] | [mm] | [mm] | [mm] | [mm] [kg]
10 0.5 123 80 13 13 21 10 8 8 235 315 0.28
12 0.7 193 130 29 14 25 12 11 10 330 462 0.66
16 1.2 230 140 40 16 32 17 15 10 410 550 1.20
20 1.5 230 140 50 21 37 19 17 16 440 580 2.15
22 2.2 295 215 50 23 43 24 17 20 535 750 3.30
24 3.2 350 240 55 24 52 28 17 18 610 850 5.20
32 4.8 370 260 64 30 62 31 20 26 700 960 9.35
38 6 410 280 64 35 70 36 22 32 740 1020 11.20
51 11 420 310 100 44 100 53 38 39 800 1110 22.00

Factor of Safety 5:1
Finish: Galvanised

Always ensure that the end fittings are correctly screwed into the body and use the locking nuts to
prevent the rigging screw from unscrewing.
The Work Load Limit values are only indicative. Rigging screws are not suitable for lifting purposes.




